ARTICLE VIII: OFF-STREET PARKING AND LOADING
Section 8.1 Purpose

The intent is to relieve traffic congestion in the streets, to minimize any detrimental effects of
off-street parking areas on adjacent lands, and to ensure the proper and uniform development of
parking areas throughout the City. Additionally, it is the objective of this Section to manage
parking to reduce its potential adverse water quality impacts within the City and watershed, and
ensure that land is not covered excessively with impervious surfaces.

Section 8.2 Applicability

The off-street parking and loading requirements of this Section shall apply to all new
development within the City’s jurisdiction. It shall also apply when an existing structure or use
is expanded, enlarged, or otherwise increased in capacity, or where there is a change in use, and
such expansion or change in use will result in increased vehicle trips to the existing structure or
use. The Planning and Zoning Board and City Council may modify any standard or requirement
of this Section where in their opinion equal or better performance will result. In modifying any
standard or requirement the evaluation shall be made with regard to the overall performance in
carrying out the purposes of this Ordinance.

Section 8.3 General Standards
General parking standards include:

1. All off-street parking areas and loading spaces required by this Section shall only be
used for those purposes.

2. Off-street parking areas shall be arranged for convenient access and safety of
pedestrians and vehicles.

3. Off-street parking and loading areas shall be properly drained so as not to cause any
nuisance on adjacent land.

4. No more than 10 parking spaces may be in a continuous row without being separated
by a landscaping island.

5. If parking areas are lighted, the lighting fixtures shall be installed as to protect the
street and neighboring properties from direct glare or hazardous interference of any
kind.

6. Off-street parking and loading areas shall be maintained in good repair and in safe
condition at all times so as not to constitute a hazard to public safety or a visual or
aesthetic nuisance to neighboring land.



7. The parking of commercial vehicles with three or more axles shall be prohibited in a
residential district except for loading and unloading purposes, for emergency home
service, or for use in the conduct of a legal non-conforming use.

Section 8.4 Minimum Off-Street Parking Standards

Classification

Off-Street Parking Minimum Requirement

Residential Uses

Congregate care

1 space per 2 beds
1 space per 2 dwelling units

Housing designated for and used by
the elderly

1 space per 2 dwelling units

Incidental home occupations

1 space in addition to the residential requirements

Multi-family residences

1 bedroom - 1.8 spaces per unit
2 bedroom - 2.0 spaces per unit
3 bedroom - 2.4 spaces per unit
Each additional bedroom - 0.5 spaces per unit

Single-family and Single-family
attached residences (may be in a
single drive with one car behind the
other)

2 spaces per dwelling unit

Commercial and Industrial

Auto Sales

3 spaces plus 1 space per 400 square feet of building
area devoted to sales

Auto service station and/or repair
shop

4 spaces per bay, plus 1 per wrecker or service vehicle

Bank and consumer financial

1 space per 250 square feet of gross floor area

Barber shop and other personal
services

2 spaces per operator

Beauty shops

3 spaces per operator

Car washes

1 space per employee

Delivery, ambulance, and other
similar services

1 space per vehicle, plusl space for each 2 employees

Eating establishments and nightclubs
serving meals

5 spaces, plus 1 space for every 3 seats

Fire stations

1 space per person on duty on an average shift

Hotel, motel, motor court, and similar
uses

1 space per unit, plus 10 spaces per 1,000 square feet of
gross floor area of non-room area

Laundromat

1 space per 4 rental pieces of equipment

Manufacturing, industrial,
warehousing, and wholesaling

1 space per 3 employees on the largest shift

*any fractional space shall be considered the next whole number (e.g. 47.3 = 48 spaces)*




Classification

Off-Street Parking Minimum Requirement

Mobile home sales

5 spaces, plus 1 space per 10,000 square feet of gross
land area

Post offices

1 space per 200 square feet of public service area, plus
2 spaces per 3 employees on the largest shift

Radio and TV stations

2 spaces per 3 employees on the largest shift

Retail sales except those listed below

1 space per 250 square feet of gross floor area

Retail sales of bulky items which
require large amounts of floor space
to the number of items offered for
sale such as antiques, appliances, art,
bicycles, carpet, floor covering,
furniture, motorcycles, paint,
upholstery, and similar uses

1 space per 300 square feet of gross floor area

Shopping areas (Designed)

1 space per 250 square feet of gross floor area (optional
to computing parking on a store by store basis)

Transportation terminals such as
airports, bus terminals, and railroad
passenger stations

1 space per 4 seating accommodations for waiting
passengers, plus 1 space for each 2 employees on the
largest shift

Wholesale with related retail

1 space per 3 employees on the largest shift, plus
additional spaces per square foot of gross floor area
devoted to retail sales as applicable from the "retail
sales" schedule above

Office and Institutional

Bed and breakfast inn

1 space per room for rent

Childcare and kindergarten, less than
6 children

1 space per teacher or staff, plus space for 1 car drop-
off and pick-up

Childcare and kindergarten, 6 or more
children

1 space per teacher or staff, plus stacking for 4 cars for
drop-off and pick-up or stacking for 1 car per 10
children, whichever is greater

Churches

1 space per 4 seats in the largest assembly room

Dormitories

1 space per 4 beds

Elementary and junior high schools

5 spaces, plus 1 space per teacher or staff

Fraternity, sorority houses

1 space per 2 beds

Funeral homes

1 space per 4 seats in the main chapel

General offices

1 space per 250 square feet of net rentable area (Net
rentable area shall be considered 80% of gross floor
area unless otherwise shown by the applicant)

*any fractional space shall be considered the next whole number (e.g. 47.3 = 48 spaces)*




Classification

Off-Street Parking Minimum Requirement

Hospital, nursing, and convalescent
homes

1 space per 2 beds, plus 1 space per staff doctor and
other medical practitioner

Library, museum, and art galleries

1 space per 250 square feet of gross floor area

Medical, dental, and similar offices

5 spaces per doctor or practitioner

Nursing and convalescent homes
designed for and used primarily by
the elderly

1 space per 3 beds, plus 1 space per doctor or
practitioner

Orphanages and juvenile homes

1 space per 4 beds

Senior high schools, trade and
vocational schools, and colleges and
universities

1 space per 5 students and 1 space for each employee

Recreation

Amusements, dance halls, and
nightclubs not serving meals

1 space per 3 persons in designed capacity, plus 2
spaces per 3 employees on the largest shift

Auditoriums, stadiums, assembly
halls, convention centers,
gymnasiums, fraternal or social clubs
or lodges, and community recreation
centers

1 space per 3 fixed seats and 1 space per 3 moveable
seats in the largest assembly room

Bowling alleys

4 spaces per lane

Golf courses

4 spaces per tee

Indoor movie theaters

1 space per 3 fixed seats and 1 space per 3 moveable
seats

Outdoor adventure recreation

1 space per 3 persons in designed capacity, plus 2
spaces per 3 employees on the largest shift

Outdoor entertainment such as
amphitheaters, stadiums, drive-in-
theaters, or similar structures

1 space per 3 fixed seats and 1 space per 3 moveable
seats

Physical fitness centers

1 space per 250 square feet of gross floor area

Public swimming pools

1 space per 100 square feet of water area and deck

Recreation uses such as golf driving
range, miniature golf, tennis, billiards,
or similar recreational uses

1 space per tee, green, court, and/or other method of
participation, however styled

Recreation facilities such as
community centers, swimming pools,
tennis courts, and similar activities
when located in conjunction with a
townhouse, condominium, group
housing, or homeowner association
development

1 space per 250 square feet of gross floor area

*any fractional space shall be considered the next whole number (e.g. 47.3 = 48 spaces)*




Section 8.5 Maximum Parking Standards

For any use that is non-residential, off-street parking spaces shall not exceed 120% of the
minimum standards established in Section 8.4.

Section 8.6 Alternative Parking Standards

The Planning and Zoning Board and City Council shall be authorized to approve an alternative
parking plan that proposes alternatives to providing the number of required/allowed off-street
spaces as established in Sections 8.4 and 8.5. In order to receive an approval for an alternative
parking plan, the following standards must be met:

1. All off-street parking spaces provided in excess of the maximum provided in Section
8.5 shall be surfaced with alternative paving materials that are pervious or semi-
pervious in nature. These parking areas shall be located further from the primary
pedestrian entrance to the primary structure than those parking spaces required in
Section 8.4. Additionally, pervious and semi-pervious materials should be used in
areas proximate to and in combination with on-site stormwater control devices when
possible.

Section 8.7 Shard Parking
Requests for shared parking shall comply with the following standards:

1. Shared parking spaces shall be located within 500 linear feet of the primary entrance
to all uses served.

2. No shared parking spaces are to be separated by an arterial or collector road.

3. Adequate and safe pedestrian access must be provided from and to the shared parking
areas.

4. The maximum reduction in the number of parking spaces required for all uses sharing
the area is 50%.

5. A shared parking agreement involving all owners of record must be recorded prior to
the issuance of a Certificate of Occupancy.

6. The Zoning Administrator shall determine whether shared parking is possible for any
proposed development. The applicant may submit a professional study that justifies
the feasibility of shared parking for a specific location.

Section 8.8 Compact Spaces

Up to 25% of the minimum number of required off-street parking spaces may be provided as
compact car spaces. Compact car spaces shall be located no closer to the primary building



entrance than any other standard parking spaces and must be designated by signage and/or
pavement marking. The minimum dimensional standards are found in Section 8.11.

Section 8.9 Cross-Access Required

All parking areas in non-residential developments and large scale multi-family developments
shall be designed to allow for cross-access to adjacent compatible sites in accordance to the
following standards:

1.

In no case shall a development be required to provide cross-access to more than 2
adjacent parcels.

A minimum distance of 100 feet is preferred between a cross-access way or driveway
entrance.

A stub for future cross-access shall be provided to all adjacent land zoned for non-
residential or multi-family purposes and/or designated for non-residential or multi-
family purposes in the Future Land Use Plan.

Cross-access ways should allow for two-way traffic between parcels. The minimum
width of the cross access way should be 22 feet.

Where provided, a cross-access easement shall be recorded by the owner/developer
prior to issuance of a Certificate of Occupancy.

The Zoning Administrator shall have the authority to waive the cross-access requirement if the
applicant demonstrates it is impractical to provide cross-access due to topography, the size and
configuration of the site, automobile safety factors, adjacent incompatible uses, or existing
development on adjacent land that makes cross-access impossible.

Section 8.10 Pedestrian Pathways

For parking lots with 200 or more spaces, pedestrian pathways are required (See Figure 8.1).
These standards shall also apply to all developments that are subject to the standards found in
Section 6.5 SR 39 (standards for Big Box Retail & Shopping Centers). Standards for these
pathways include:

1.

A pedestrian pathway is required for every fourth row of parking spaces that is not
located around the perimeter of the development and shall be a minimum of 8 feet in
width.

A sidewalk with a minimum of 4 feet in width and paved with asphalt, concrete, or
other comparable material.

When crossing drive aisles, the pathway shall be a minimum of 10 feet in width and
shall be of contrasting color or material.



4. The pathways shall be mulched or grassed and landscaped with shrubs as defined in
Section 10.2. These shrubs are to be planted at no more than 8 feet apart and shall be
parallel to the pathway.

Figure 8.1
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Section 8.11 Minimum Dimensional Standards for Parking Spaces
Parking Angle Stall Width (ft) Stall Depth (ft) Aisle Width (ft)*
90 degrees 9 19 24

60 degrees 8.5 18 22

45 degrees 8.5 18 22
Parallel 8 22 22
Compact 8 16 22

* Aisle widths are provided for two-way traffic. In cases where traffic is proposed for
one-way travel, then the width of the aisle may be reduced by % the requirement.

Section 8.12 Stacking Spaces for Drive-thru and Related Uses
In addition to meeting the minimum off-street parking space standards in Section 8.4, uses with

drive-thru facilities shall comply with the minimum stacking spaces required in the following
table:



Type of Use

Minimum Stacking Spaces

Measured From

ATM 3 teller machine

Auto repair and service 3 per bay bay entrance

Auto service station (w/ gas) 30 ft each end of outermost island
Car wash, automatic 4 bay entrance

Car wash, full service 10 bay entrance

Car wash, self service 4 per bay bay entrance

Convenience store (w/ gas) 30 ft each end of outermost island
Day care (adult and child) 6 building entrance

Financial institution (teller lane) 5 per lane teller window

Nursing home 3 building entrance
Restaurant* 6 order box

Other (including dry cleaning, 5 per lane agent window

laundry, pharmacy, etc.)

*Restaurants with a drive-thru shall provide for a minimum 4 vehicle queue between the order
box and pickup window.

Standards for uses not specifically listed may be determined by the Zoning Administrator based
on the standards for comparable uses and upon the particular characteristics of the use.

Section 8.13 Off-Street Loading Standards

Every structure or building used for trade, business, or industry hereafter erected, shall provide
space as indicated herein for the loading, unloading, and maneuvering space of delivery vehicles
off the street or public alley. Such space shall have access to a public alley, private driveway, or
if such cannot reasonably be provided, to a public street. For the purpose of this Section an off-
street loading space (exclusive of adequate access drives and maneuvering space) shall have a
minimum dimension of 12 feet by 40 feet and an overhead clearance of 15 feet in height above
the alley or street grade.

Type of use Required Off-Street Loading Spaces
Retail Business 1 space for each 20,000 square feet of gross floor area or
fraction thereof

Wholesale and Industries 1 space for each 20,000 square feet of gross floor area or
fraction thereof

Office and Institutions 1 space for each 50,000 square feet of gross floor area or

fraction thereof (space not required for office development

with less than 5,000 square feet in floor area)

Section 8.14 On-Street Parking

On-street parking may be used to meet a portion of the minimum off-street requirements found
in Section 8.4, subject to the following standards:



4.

No more than 25% of the minimum off-street parking space requirement is met
through the use of on-street parking.

Adequate on-street parking must be within 500 linear feet from the primary entrance
to the proposed use.

The proposed development includes mixed uses or is located in an area where
residential and non-residential uses are within 500 feet from one another.

There is no negative impact to existing or planned traffic circulation patterns.

Section 8.15 Deferred Parking

An applicant may submit a request to defer the construction of up to 25% of the required number
of minimum parking spaces specified in Section 8.4 if one of the following standards is met:

1. Itis demonstrated that because of the location, nature, mix of uses, or by a Parking
Demand Study that there is reasonable probability that the number of required
parking spaces is not warranted.

2. The request is accompanied by a Reserve Parking Plan, which identifies an area
reserved for future parking if needed with the appropriate amount of spaces being
deferred.

3. If ultimately developed, all deferred parking areas shall comply with all standards of
this Ordinance that apply.

Section 8.16 Minimum Driveway Throat Length

Driveway Throat Length: The driveway throat length is the distance from the street to the first

point of conflict along the driveway. The entrance throat shall be of sufficient length to
accommodate the length of queued vehicles outbound, free from any conflict points. There shall
be at least a distance of 30 feet from the entrance right-of-way line to the beginning of the first
aisle way or the first parking stall. The following table provides minimum driveway throat
lengths for various sized retail establishments.

Table 8.1

Commercial Development Type | Minimum Driveway Throat Length (ft)

Stand Alone Sites and Shopping 30 ft (about two car lengths)
Centers < 25,000 sq ft

Stand Alone Sites and Shopping 80 ft (about five car lengths)
Centers > 25,000 sq ft

Shopping Centers > 200,000 sq ft 200 ft (about thirteen car lengths)




Figure 8.2 Adequate Throat Length
Vehicles entering the parking lot have room to maneuver without conflict.
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Resources:

City of Archdale, NC Zoning Ordinance
City of Durham, NC Zoning Ordinance
City of Rock Hill, SC Zoning Ordinance
City of Wilmington, NC Zoning Ordinance



